Amendments to the Claims: 

The listing ol claims will replace ail prior versions, and listings of claims in the application. Please 
amend/cancel/add the claims as follows: 

Listing of Claims : 


1 . (Amended) For use in association with a merchandise support hook assembly comprising a hook back 
adapted to be attached to a supporting surface and a forwardly extending merchandise support hook, wherein 
the hook back includes a pair of spaced apertures extending generally vertically in use, the improvement which 
comprises a one-piece label holder assembly including a label holder arm having a proximal end and a distal 
end, a pair of spaced legs carr ie d bv i nteqral with said label holder arm at said proximal end and adapted to be 
seated in the apertures in the hook to cantilever said label holder arm in spaced relationship over the 
merchandise support afm hook , and a label holder mounting bar integral with said label holder arm at said distal 
end of said label holder arm. 

2. (Original) The improvement of claim 1 wherein said label holder arm is longer than the merchandise 
support hook. 

3. (Original) The improvement of claim 1 wherein the support surface is a perforated board comprising a 
multiplicity of spaced through-apertures, and the hook back includes a pair of rearwardly and upwardly 
extending spaced ears adapted to be engaged through selected apertures in the perforated board. 



4. (Original) The improvement of claim 1 wherein the hook back includes a central, generally vertically 
extending, opening and the merchandise support arm includes a downwardly depending leg at its proximal end 
adapted to be seated in the opening in the hook back to cantilever the merchandise support hook torwardly of 
the hook back. 

5. (Original) The improvement of claim 4 wherein the hook back includes a forwardly extending flange, the 
merchandise support hook-receiving opening being defined centrally of the hook back flange, and the spaced 
apertures adapted to receive said spaced legs of said label holder assembly being defined through the flange 
on opposite sides of the opening. 

6. (Amended) The improvement of claim 5 wherein the merchandise support hook extends forwardly and 
upwardly from the hook back, and said spaced legs on said label holder assembly are inclined rearwardly with 
respect to said label holder arm to cantilever said label holder arm forwardly and upwardly at an angle 
approximating the angle of the merchandise support hook. 

7. (Original) The improvement of claim 1 further including stop means to cantilever said label holder arm in 
vertically spaced relationship to the merchandise support arm when said spaced legs are seated in the 
apertures in the hook back. 

8. (Original) The improvement of claim 7 wherein the hook back includes a forwardly extending flange and the 
spaced apertures are defined therethrough, said spaced legs on said label holder having different thicknesses 
along their length, a first thickness being smaller in cross-section than the cross-section of the spaced 
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apertures in the hook back and a second thickness closer to said label holder arm being greater in cross- 
section than at least one dimension of the spaced apertures in the hook back to limit the level to which the 
label holder arm can be seated in the spaced apertures of the hook back. 

9. (Original) The improvement of claim 8 wherein said spaced legs on said label holder arm are tapered in 
cross-section. 

10. (Amended) The improvement of claim 1 further comprising a label holder removably mounted to wherein 
said label holder mounting ba n s a discr e t e olomont, and moans on said dista l end of caid labe l hold e r arm to 
removably rece i v e said lab e l hold e r . 

11. (Amended) The improvement of claim 10 furthor includ i ng wherein said label holder mounting bar 
comprises a cross bar fixod to at said distal end of said label holder arm, and a spring clip carried by said label 
holder and adapted to be resiliently engaged over said cross bar. 

12. (Amended) The improvement of claim 4frjj_wherein said label holder includes a body panel having an 
upper end and a lower end and generally planar front and rear faces, said spring clip being carried by said 
upper end of said body panel and extending rearwardly therefrom. 

13. (Original) The improvement of claim 12 wherein said label holder further includes a transparent cover 
member having an upper end and a lower end and a front face and a rear face, said lower ends of said body 
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panel and said cover member being resilienlly connected to define a label-receiving pocket between said front 
face of said body panel and said rear face of said cover member. 


1 4. (Original The improvement of claim 1 2 wherein said cross bar includes a generally planar front face and 
an arcuate rear face, said spring clip being arcuate and engaged over said arcuate face of said cross bar in 
use, said planar front face of said cross bar engaging said planar rear face of said body panel to preclude 
rotation between said label holder and said cross bar. 


15. (Amended) In combination, 

a merchandise support hook assembly, a supporting surface and a unitary label holder assembly, 
said merchandise support hook assembly comprising a hook back, means attaching said hook back to 
said supporting surface, and a forwardly extending merchandise support arahook, said hook back including a 
pair of spaced apertures extending generally vertically in use, 

said unitary label holder assembly comprising a label holder arm having a proximal end and a distal 
end, a pair of spaced legs carriod bv inteqral with said label holder arm at said proximal end and seated in said 
apertures in said hook back to cantilever said label holder arm and support said label holder arm in spaced 
relationship over said merchandise support hookarm, and a label holder mounting bar inteoral with said label 
holder arm at said distal end of said label holder arm. 

16. (Original) The combination of claim 15 wherein said label holder arm is longer than said merchandise 
support arm. 
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17. (Original) The combination of claim 1 5 wherein said supporting surface is a perforated board comprising a 
multiplicity of spaced through-apertures, and said hook back includes a pair of rearwardly and upwardly 
extending spaced ears engaged through selected apertures in said perforated board. 

18. (Original) The combination of claim 15 wherein said hook back includes a central, generally vertically 
extending, opening and said merchandise support arm includes a downwardly depending leg at its proximal 
end seated in said opening in said hook back to cantilever said merchandise support hook forwardly of said 
hook back. 

19. (Original) The combination of claim 1 8 wherein said hook back includes a forwardly extending flange, said 
merchandise support hook-receiving opening being defined centrally of said hook back flange, and said spaced 
apertures receiving said spaced legs of said label holder assembly being defined through said hook back 
flange on opposite sides of said opening. 

20. (Amended) The combination of claim 19 wherein said merchandise support afm- hook extends forwardly 
and upwardly from the hook back, and said spaced legs on said label holder assembly are inclined rearwardly 
with respect to said label holder arm to cantilever said label holder arm forwardly and upwardly at an angle 
approximating the angle of said merchandise support arm. 

21. (Original) The combination of claim 15 further including stop means to position said label holder arm in 
vertically spaced relationship to said merchandise support arm when said spaced legs are seated in the 
spaced apertures in said hook back. 
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22. (Original) The improvement of claim 2 1 wherein said hook back includes a forwardly extending flange and 
said spaced apertures are defined therethrough, said spaced legs on said label holder assembly having 
different thicknesses along their length, a first thickness being smaller in cross-section than the cross-section of 
said spaced apertures in said hook back and a second thickness closer to said label holder arm being greater 
in cross-section than at least one dimension of said spaced apertures in said hook back to limit the level to 
which said spaced legs can be seated in said spaced apertures of said hook back. 

23. (Original) The combination of claim 22 wherein said spaced legs on said label holder arm are tapered in 
cross-section. 

24. (Amended) The combination of claim 1 5 wtefeifl- f urther comprising a label holder removably mounted to 
said label holder is a discrete olomont, and moans on oaid distal end of oaid labol ho l der arm removably 
rocoivinq sa i d label holde r mountinq bar . 

25. (Amended) The combination of claim 24 furthor inctudinq wherein said label holder mounting bar 
comprises a cross bar f i xed to at said distal end of said label holder arm, and a spring clip carried by said label 
holder and resiliency engaged over said cross bar. 

26. (Amended) The combination of claim 24-2iwherein said label holder includes a body panel having an 
upper end and a lower end and generally planar front and rear faces, said spring clip being carried by said 
upper end of said body panel and extending rearwardly therefrom. 


27. (Original) The combination of claim 26 wherein said label holder further includes a transparent cover 
member having an upper end and a lower end and a front face and a rear face,' said lower ends of said body 
panel and said cover member being resiliently connected to define a label-receiving pocket between said front 
face of said body panel and said rear face of said cover member. 

28. (Original) The combination of claim 26 wherein said cross bar includes a generally planar front face and 
an arcuate rear face, said spring clip being arcuate and engaged over said arcuate face of said cross bar, said 
planar front face of said cross bar engaging said planar rear face of said body panel to preclude rotation 
between said label holder and said cross bar. 
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